
Cisco Catalyst 1912  Switch

Cisco 2621 Router

Interface 0/0 165.154.9.20 /24
                   

192.168.10.5 /24

Port 24

To Internet

Connect to Port Ax
on CAP Ethernet

Switch

CCU #2 Ethernet: 192.168.10.14 /24

Radio: 192.168.111.1

CCU ID: 1011
Radio Channel : 6

CCU #1 Ethernet: 192.168.10.13 /24

Radio: 192.168.110.1

CCU ID: 1010
Radio Channel : 1

SNMP
Communities:
Read: Public
Write: Private
Trap: Private
Trap Server IP:
192.168.10.7

UserName:   Cisco
Password:  Cisco
Enable Secret
Password:  Cisco

NMS Workstation

192.168.10.7 /24

UserName:   Admin
Password:
(blank)

Interface 0/1 192.168.10.1/24

192.168.10.6 /24

NAP UPS

192.168.10.10 /24

192.168.10.11 /24

CAP UPS

Back HaulSNMP
Communities:
Read: Public
Write: Private
Trap: Private
Trap Server IP:
192.168.10.7

Cisco Catalyst 2924  Switch

LMS2000 Quick Reference Sheet

EUM #101 Radio: 192.168.110.2 EUM #102 Radio: 192.168.110.3 EUM #201 Radio: 192.168.111.2

CCU ID: 1011
Radio Channel : 6

EUM #202 Radio: 192.168.111.3

CCU ID: 1011
Radio Channel : 6

Routing Table CCU1010
Destination     Gateway

200.100.10.0
192.168.110.2
199.65.23.0
192.168.110.3
0.0.0.0               192.168.10.1

NAP Router Routing Table
Destination         Gateway

192.168.110.0       192.168.10.13
200.100.10.0         192.168.10.13
199.65.23.0           192.168.10.13
192.168.111.0       192.168.10.14
175.154.9.0           192.168.10.14
175.154.9.32         192.168.10.14

Ethernet: 200.100.10.1 /24 Ethernet: 199.65.23.1 /24 Ethernet: 175.154.9.1 /27 Ethernet: 175.154.9.33 /27

Routing Table EUM101/102
Destination       Gateway
0.0.0.0
192.168.110.1

Routing Table EUM201/202
Destination       Gateway
0.0.0.0                 192.168.111.1

Routing Table CCU1011
Destination     Gateway

175.154.9.0
192.168.111.2
175.154.9.32
192.168.111.3
0.0.0.0               192.168.10.1

RFSM

192.168.10.12 /24

CCU ID: 1010
Radio Channel : 1

CCU ID: 1010
Radio Channel : 1
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